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1 2 3 4 5 | 6 | 7 | 8 | 9
MANUFACTURER LAMPS ACCEPTABLE
MARK (OR APPROVED EQUAL) CATALOG NO. Qty TYPE FINISH DESCRIPTION REMARKS MANUFACTURERS
A WILLIAMS 17-4-232-A-EB2 2 | FO32/841T-8 WHITE 4' SURFACE MOUNTED WRAP REMARK 1
7
® B WILLIAMS 50G-S24-232-RA12125-EB2 2 | FO32/841T-8 WHITE 2'X4' RECESSED GRID MOUNTED PRISMATIC TROFFER REMARK 1
BA  |WILLIAMS 12-4-332-RA12125-EB3 2 | FO32/841T-8 WHITE 2'X4' SURFACE MOUNT REMARK 1
50G-S24-232-RA12125- 2'X4' RECESSED GRID MOUNTED PRISMATIC TROFFER -
7 (108) BB |WILLIAMS EBo-DM 2 | FO32/841T-8 WHITE OIMMING BALLAST 6 REMARK 1
c WILLIAMS 50G-S24-332-RA12125-EB3 3 | FO32/841T-8 WHITE 2'X4' RECESSED GRID MOUNTED PRISMATIC TROFFER REMARK 1
50G-S24-332-RA12125- 2'X4' RECESSED GRID MOUNTED PRISMATIC TROFFER -
, v (104) CB  |WILLIAMS EB3.DM 3 | FO32/841T-8 WHITE SIMMING BALLAST 7 REMARK 1
F PRESCOLITE EPF;S?}:'LEB'STFBO2H' 1 CFTR32W | CLEARALZAK |6"RECESSED CAN LIGHT - FLUORESCENT REMARK 4
T—® —8) &
(TYP) G GOTHAM ALEDR41144AR LED SEMI- 4" RECESSED CAN LIGHT - LED REMARK 4
SPECULAR )
@_\ E E E E GA  |GOTHAM ALEDR41144AR-DM LED SPE(EDI\L/JlII_-AR 4" RECESSED CAN LIGHT - LED - DIMMING BALLAST REMARK 4
: 4)y—
O : | GB  |GOTHAM ALEDR41186DFD-TRW LED WHITE 6" RECESSED CAN LIGHT - DROP LENS REMARK 4
oo : L o
© 7 4 - 3 : BRUSHED
oo 3 1 3 - K SCOTT ARCHITECTURAL S7169-2C42T-BC 2 | 42w TRT41K CHROME | SURFACE PENDANT
0 0 : = Fm——————————— ———————
A\ ] : : : | | L PEERLESS 10CRM7-232WHR4 2 | FO32/841T-8 | CUSTOM COLOR |1'X4' PENDANT - INDIRECT 8
- : ' e e == |
(o) 3 1 B 1 : @’ — | =] [ == | === : M WINONA 5622-C-48F 2 | FO28/841T-5 WHITE BARMOUNT WALL MOUNT UP/DOWN DISTRIBUTION 5
] : ] i L L@ Jl MA  |WINONA 5622-C-24F 2 | FO14/841T-5 WHITE BARMOUNT WALL MOUNT UP/DOWN DISTRIBUTION 5
] - : g @—7 N | TECH LIGHTING 700EVES19-24-A-S-CF 2 2r WATT | SATINNICKEL |SATIN NICKEL PENDANT
2 L /7\ 2 L GU24 CF
] - —’ ] i
3 4 3 4 ELECTRICAL KEYNOTES P ALKCO MNS300-W 3 50 W WHITE EXAM LIGHT BERCHTOLD
E i : i X1  |DUAL-LITE SESRW LED WHITE EXIT LIGHT 3 REMARK 2
g g @ NUMERAL INDICATES APPROXIMATE QUANTITY OF HORIZONTAL LINKS.
k 4 E 4 CONTRACTOR SHALL VERIFY EXACT QUANTITY AND PROVIDE APPROPRIATE
E i : i QUANTITIES OF PATCH PANELS AND EQUIPMENT PER SPECIFICATION. X2 |DUAL-LITE SEDRW LED WHITE EXIT LIGHT 3 REMARK 2
] i : i (2) HORIZONTAL TELECOMMUNICATION CABLES. REMARKS:
] : ] : @ COPPER PATCH PANEL CATEGORY 6. SEE SPECIFICATIONS 16511 FOR ADDITIONAL REQUIREMENTS FOR LUMINAIRES, LAMPS AND BALLASTS.
- - @ EXISTING COPPER PATCH PANEL CATEGORY SE FOR DATA LINK. 1. COLUMBIA, DAY-BRITE, LITHONIA, LIGHTOLIER AND METALUX ARE ACCEPTABLE MANUFACTURERS FOR FIXTURE TYPE INDICATED.
4 - 3 - @ 110 STYLE CONNECTING BLOCKS. 2, LIGHTALARMS, CHLORIDE, DUAL-LITE, EMERGI-LITE, HUBBELL, INFINITY, LITHONIA, MCPHILBEN AND SURE-LITES ARE ACCEPTABLE MANUFACTURERS FOR FIXTURE TYPE INDICATED.
: i : i @ EXISTING 110 STYLE CONNECTION BLOCKS. 3. REFER TO DRAWINGS FOR MOUNTING REQUIREMENTS SUCH AS WALL MOUNT, END MOUNT, CEILING MOUNT AND PROVIDE FIXTURES ACCORDINGLY. PROVIDE DIRECTIONAL ARROWS AS SHOWN ON
E - : - (7) EXISTING TELECOMMUNICATIONS DATA RACK. DRAWINGS.
E - £ - CONTRACTOR SHALL TERMINATE NEW HORIZONTAL LINKS TO EXISTING CATEGORY 4, GOTHAM, LIGHTOLIER, OMEGA, PORTFOLIO, PATHWAY CONVENTRY AND INFINITY WITH -YM OPTION ARE ACCEPTABLE MANUFACTURERS FOR FIXTURE TYPE INDICATED.
> o > o 5E PORTS MADE SPARE BY DEMOLITION. IF ADDITIONAL PORTS ARE NEEDED,
‘ ‘ ‘ ‘ PROVIDE NEW CATEGORY 6 PATCH PANELS/CONNECTING BLOCKS FOR THE 5 WALL MOUNT ABOVE MIRROR, SEE ARCHITECTURAL DRAWINGS.
REMAINDER OF THE NEW LINKS. 6. PROVIDE DIMMING BALLAST COMPATIBLE WITH OWNER FURNISHED CONTROL SYSTEM. COORDINATE WITH OWNER.
@ EXISTING COAXIAL DISTRIBUTION TRUNK LINE SPLITTER. . PROVIDE WITH DIMMING DRIVER.
ISTI AXIAL DISTRIBUTI
EE%I&E SE%?QS'T’:‘(')'NSQ'\'ETTES_ HAS REQUIRED TO CONNECT COAX CABLE TO THE 8. COORDINATE SUSPENSION CABLE LENGTH WITH ARCHITECT. TRUNK LINE SPLITTER
@ EXISTING TELEPHONE TERMINATION BOARD \/\/ \
I
EXISTING FIRE -
ALARM P EXISTING
TELECOMMUNICATION CONNECTIVITY SCHEMATIC ANEION BOX— | ] mieas
NO SCALE %—X'SEHG | o |
TERMINATION
BOARD s
FIRE ALARM SYSTEM NOTES I YR
ALARM POWER
EXISTING PACS EXTENDER PANEL
(e FIRE ALARM SYSTEM SHALL CONSIST OF (BUT NOT LIMITED TO) THE FOLLOWING DEVICES. SYSTEM |
@ e VISUAL, COMBINATION VISUAL/AUDIO SIGNAL — INTENSITY TO MEET ADA —
REQUIREMENTS
« SMOKE DETECTOR — PHOTOELECTRIC TYPE
5] CONTRACTOR SHALL MODIFY THE EXISTING FIRE ALARM SYSTEM TO ACCOMMODATE NEW
DEVICES SHOWN. N\EXISTING IDF ROOM
[ole CONTRACTOR SHALL PROVIDE ALL REQUIRED ACCESSORIES, ETC. FOR A COMPLETE AND E3.| ) SCALE: I/4"=I'-0"
OPERATING SYSTEM.
NORTH
L EMISTING FIRE NEW DEVICES SHALL BE PROVIDED TO MAINTAIN ALL EXISTING SYSTEM FEATURES.
ALARM SYSTE! CONTRACTOR SHALL FULLY TEST THE SYSTEM. MODIFY EXISTING BATTERIES AS
REQUIRED TO ACCOMMODATE NEW DEVICES.
CONNECT MAGNETIC DOOR HOLDERS TO FIRE ALARM SYSTEM
CABLE SUPPORT PROVIDE CABLE PER MANUFACTURERS REQUIREMENTS. ALL CABLING SHALL BE
(TYPICAL) —\ INSTALLED IN CONDUIT.
3 ’ § - FIRE ALARM SYSTEM SUBMIT SHOP DRAWINGS FOR SYSTEM INCLUDING PRODUCT DATA, RISER DIAGRAMS,
Y \ ’ « NOT TO SCALE BATTERY CALCULATIONS AND LAYOUT DRAWINGS.
—CONDUIT SLEEVE FROM ACCESSIBLE CEILING IN SYSTEM EQUIPMENT SHALL BE PROVIDED BY SIMPLEX — TO BE COMPATIBLE WITH THE
/ ROOM TO ACCESSIBLE CEILING IN CORRIDOR. EXISTING SIMPLEX 4120—8201 SYSTEM.
17 CONDUIT— 7 f
y;::——/ ! 4 MAX !
EXISTING
g CABLE TRAY T BOX
| | - »
/ N CORRIDOR THE QUANTITY OF UNITS CONNECTED TO 3/4" C
EACH CIRCUIT SHALL BE LIMITED SUCH ] .
THAT VOLTAGE DROP DOES NOT EXCEED 0 '
Y, 3% TO ANY UNIT. VERIFY INPUT LOAD U
ATC CEILING WITH DAMPER MANUFACTURER. STUB INTO DOOR 1/2" C. iggEgSCBO'\éDgIET L%
FRAME FOR WIRING IBLE CEILI
DAMPER MOTOR SPACE.
in
, ST
4 11/16"X CONTROL RELAY 3/4" C. ==
4 11/16"X (VERIFY CONTROL VOLTAGE)
21/8" —
PROVIDE SEPARATE CIRCUIT TO \ o 4
TO FIRE ALARM
SPARE 20 AMP, 1 POLE, 120 CONTROL PANEL o FLUSH MOUNTED
VOLT. CIRCUIT BREAKER IN SINGLE GANG DEVICE
NEAREST PANEL. PROVIDE BOX
LOCKING DEVICE ON BREAKER TO
LOCK IN THE ON POSITION.
LABEL ACCORDINGLY +——+36" AF.F.
FIRST FLOOR
SEE MECHANICAL DRAWINGS FOR TYPES
AND LOCATIONS OF DAMPERS. THIS
DETAIL APPLICABLE TO BOTH SMOKE AND

TELECOMMUNICATION

HORIZONTAL PATHWAY SCHEMATIC

SMOKE DAMPER CONNECTION DETAIL

FIRE/ SMOKE DAMPERS.
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